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SUMVARY: The proposed regul ati on adopts and anmends certain National Fire
Codes and Standards related to life safety.

ADDRESSES: Deputy Chief Theodore L. Jarboe, Fire Marshal, Departnent of Fire
And Rescue Services, Executive Ofice Building, 101 Monroe Street,
Rockvi |l e, Maryl and 20850.

STAFF: For further information, contact Fire Marshal Theodore Jar boe,
Departnment of Fire and Rescue Services, 301-217-2441.

BACKGROUND: Thi s regul ati on supersedes Executive Regulation 18-90. |Its
purpose is to adopt currently published standards of the National
Fire Codes and anend themto be consistent with Maryl and and
Mont gonmery County | aws.
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Sec. 1
Decenber
Sec. 2
Sec. 3

Departnment of Fire and Rescue Services

In accordance with the procedures authorized in Chapter 22, "Fire
Safety Code," of the Montgonery County Code, 1994, the follow ng
Executive Regul ation must apply to the safeguarding of life,
property, and the public welfare fromthe hazards of fire and
explosion arising fromthe inproper storage, handling, or use of
substances, materials, or devices and from conditions hazardous to
life, property, and the public welfare in the use or occupancy of
bui | di ngs, structures, sheds, tents, lots or prem ses.

Thi s Executive Regul ati on supersedes Executive Regul ati on 18-90, dated
13, 1990, on the day it becones effective.

Unl ess ot herwi se noted, all references to the National Fire Codes
and Standards adopted in these regulations are to those codes,

st andards, recommended practices and manuals in the National Fire
Codes, published annually by the National Fire Protection

Associ ation, Batterymarch Park, Quincy, Mssachusetts 02269. The
references to these National Fire Codes and Standards are set
forth in Section 22-14 of the Mntgonmery County Code, 1984

St andards Adopted. The follow ng standards published by the
Nati onal Fire Protection Association, Batterymarch Park, Quincy,
Massachusetts 02269, are adopted in their entirety in these
regul ati ons except as otherw se anended. The text of these
adopted standards is fully enforceabl e as other regul ations
adopt ed under the provisions of Chapter 22 of the Mntgonery
County Code 1994, as if they were incorporated and printed in
their entirety. The dates or editions of the individual codes and
standards are as listed in this section. The standards adopted
pursuant to these regul ati ons do not wai ve any provision of
Chapter 22, nor are they less restrictive than its provisions.
The codes and standards editions listed in this section apply to
all of the sections, in this regulation, which follow
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NFPA NO.

CODE _OR STANDARD

10

30

30A

30B

31

32

33

34

35

36

37

40

40E

43A

43D

45

50

50A

Standard for the Installation of Portable Fire Extinguishers
(1990)

Fl ammabl e and Conbusti bl e Li qui ds Code (1993)

Aut onotive and Marine Service Station Code (1993)
Aerosol Products Manufacture & Storage (1990)
Installation of G| Burning Equi prent (1992)
Standard for Dry C eaning Plants (1990)

Standard for Spray Application Using Fl ammabl e and Conbusti bl e
Materials (1989)

Standard for Dipping and Coating Processes Using Fl anmabl e or
Conmbusti bl e Li quids (1989)

Standard for the Manufacture of Organic Coatings (1987)
Standard for Solvent Extraction Plants (1993)

Standard for the Installation and Use of Stationary Conbustion
Engi nes and Gas Turbi nes (1994)

Standard for the Storage and Handling of Cellulose Nitrate Mdtion
Picture Film (1988)

Code for the Storage of Pyroxylin Plastic (1993)
Code for the Storage of Liquid and Solid Oxidizers (1990)
Code for the Storage of Pesticides in Portable Containers (1986)

Standard on Fire Protection for Laboratories Using Chenicals
(1991)

Standard for Bul k Oxygen Systens at Consuner Sites (1990)

Standard for Gaseous Hydrogen Systens at Consuner Sites (1994)



50B

51

Standard for Liquefied Hydrogen Systens at Consumer Sites (1994)

Standard for the Design and Installation of Oxygen Fuel Gas
Systenms for Welding and Cutting and Allied Processes (1992)
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Standard for Fire Prevention in Use of Cutting and Wl di ng

Standard for Conpressed Natural Gas (CNG Vehicul ar Fuel Systens

Nati onal Fuel Gas Code (1992)
Conpressed and Liquefied Gases in Portable Cylinders (1993)

Standard for the Storage and Handling of Liquefied Petrol eum Gases

Standard for the Storage and Handling of Liquefied Petrol eum Gases
at Uility Gas Plants ( 1992)

Standard for the Production, Storage, and Handling of Liquefied

Standard for Fire Doors and Fire Wndows (1992)
Standard for Fur Storage, Funmigation and C eaning (1986)

Standard on Incinerators, Waste and Li nen Handling Systens and

Standard for Ovens and Furnaces (1990)
Standard for Parking Structures (1991)
Standard for Repair Garages (1991)

Standard for the Installation of Air Conditioning and Ventil ating

Standard for the Exhaust Systens for Air Conveying of Materials

NFPA No. CODE OR STANDARD
51B
Processes (1989)
52
(1992)
54
55
58
(1992)
59
59A
Natural Gas (LNG (1994)
80
81
82
Equi prent (1994)
86
88A
88B
90A
Systens (1993)
91
(1992)
92A

Recomended Practice for Snoke Control Systens (1993)



92B

96

Qui de for Snmoke Managenent Systens in Malls, Atria, and Large
Areas (1991)

Standard for the Installation of Equi pnent for the Renoval of
Snoke and G ease-Laden Vapors from Commerci al Cooki ng Equi pnent
(1994)
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NFPA NO

CODE _OR STANDARD

99

99B

101

101M

102

105

110

130

211

214

231

231C

231D

231F

232

241

321

Standard for Health Care Facilities (1993)
Hypobaric Facilities (1993)

Code for Safety to Life fromFire in Buildings and Structures
(1994)

Manual on Alternative Approaches to Life Safety (1992)

Standard for Assenbly Seating, Tents, and Menmbrane Structures
(1992)

Recomrended Practice for the Install ati on of Snpke-Control Door
Assenbl i es (1993)

Standard for Energency and Standby Power Systens (1993)
Standard for Fixed Guideway Transit Systens (1993)

Standard for Chi meys, Fireplaces, Vents and Solid Fuel Burning
Appl i ances (1992)

Wat er Cooling Towers (1992)

Standard for CGeneral Storage (1990)

Standard for Rack Storage of Materials (1991)
Standard for Storage of Rubber Tires (1989)
Standard for Storage of Roll Paper (1987)
Standard for the Protection of Records (1991)

Standard for Safeguardi ng Construction, Alteration and Denolition
Qperations (1993)

St andard on Basic Classification of Fl ammabl e and Conbusti bl e



Li qui ds (1991)

327 St andard Procedures for O eaning and Safeguarding Snall Tanks and
Contai ners without entry (1993)

386 Standard for Portable Shipping Tanks for Flanmmabl e and Conbusti bl e
Li qui ds (1990)
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NFEPA NO CODE OR STANDARD

407 Standard for Aircraft Fuel Servicing (1990)

409 Standard on Aircraft Hangars (1990)

418 Standard for Rooftop Heliport Construction and Protection (1990)

490 Code for the Storage of Anmonium Nitrate (1993)

495 Expl osi ve Materials Code (1992)

501A Standard for Fire Safety Criteria for Manufactured Hone
Installations, Sites, and Comunities (1992)

505 Fire Safety Standard for Powered Industrial Trucks Including Type
Desi gnati ons, Areas of Use, Miintenance and Operation (1992)

654 Standard for the Prevention of Fire and Dust Explosions in the
Chemical, Dye, Pharmaceutical, and Plastics Industries (1988)

664 Standard for the Prevention of Fires and Expl osions in Wod
Processi ng and Whodwor ki ng Facilities (1993)

704 Standard Systemfor the Identification of the Fire Hazards of
Mat erial s (1990)

850 Electric Generating Plants (1992)

1123 Qut door Display of Fireworks (1990)

1124 Manuf acture, Transfer, and Storage of Fireworks (1988)

1126 Use of Pyrotechnics before a Proxi mate Audi ence (1992)



Sec. 4 NFPA No. 80, subparagraph 1-9.2 is changed to read as foll ows:
Rel ease of fire doors and shutters nmust be acconplished by one or
nmore of the foll ow ng:

(a) Approved |local snoke detection at the doors

(b) Approved area snoke detection per NFPA 72

(c¢) Full automatic sprinkler protection per NFPA 13,
water flow interlock
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Sec. 5 NFPA No. 88B, subparagraph 2-2.1 is amended by adding the
foll owi ng Exception:

Exception: In buildings protected throughout with
"approved" automatic sprinkler protection, separation mnust
consi st of such assenblies having a fire resistance rating
of not less than one (1) hour with all openings therein
provided with approved mnimumtwenty (20) mnute fire
resi stance rated openi ng protectives.

Sec. 6 NFPA No. 88B, subparagraph 2-2.3 is amended by addi ng the
foll ow ng Exception:

Exception: In buildings protected throughout with
"approved" automatic sprinkler protection, separation is
required fromthe garage only and must consist of such
assenblies having a fire resistance rating of not |ess than
one (1) hour, with all openings therein provided with
approved twenty (20) minute fire resistance rated opening
protectives.

Sec. 7 NFPA No. 90A, subparagraph 4-4.4.2 is anended to read as foll ows:
In addition to the requirenents of 4-4.3, when an approved
protective signaling systemis installed in the building, the
snoke detectors required by the provisions of 4-4 nust be
connected to the protective signaling systemin accordance with
the requirements of the National Fire Alarm Code (NFPA 72), and
Executive Regul ati on adopting and anmendi ng certain standards of
the National Fire Code regarding fire protection systens.

Sec. 8 NFPA No. 96, subparagraph 1-1 is anended by the addition of an
Exception to read as foll ows:



Exception: In day care facilities doing food warm ng only,
Hone Econonics cl assroons in schools, and | odgi ng or room ng
houses or board and care in existing structures originally
built for single fam ly residential use, alternative
protection consisting of a recirculating residential type
hood and sel f-contained U L. |isted extinguishing system
installed in accordance with manufacturer's instructions,
with no ventilation duct, is permitted. Installation nust
ot herwi se conformto this and any ot her appropriate

st andar d.
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Sec.

Sec.

Sec.

Sec.

Sec.
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10

11

12

13

NFPA 101 is anended by deleting the foll owi ng paragraphs or
subpar agraphs: 5-2.3.9.2 (Exception to "c"), 5-2.3.10.2(b),

6-2.1, 6-2.4.5(b), 7-6.3.2 (Exceptions No. 2, No. 3, and No. 5
only),7-6.5.3, 7-6.7, 8-1.6, 8-2.2.2.3 (Exception No. 1 only),
8-3.2.1.2, 8-3.2.1.3, 83.2.1.11, 9-1.6, 9-3.2.1.11, 10-7.1.6.1,
11-7.1.6.1, 12-1.6.2, 12-6.1.6, 13-1.6.2, 13-6.1.6, 14-1.6,
15-1.6, 15-3.5.2, 16-3.4.3.2 (Exception only), 18-3.4.3.2 (Both
Exceptions only), 19-3.5.6, 22-3.1.3, 22-4.1.4, 23-2.1.3,
23-3.1.3, 23-4.1.4, 24-3.5.3, 24-4.4.3.3(b), 25-2.4(a),
25-3.4.3.1(b),25-3.5.2, 26-3.5, 27-2.4.2(a) and 27-3.5

NFPA 101 is anended by the addition of subparagraph 1-5.4 to read
as follows: The use of NFPA 101Mto justify equival ency concepts
is not permtted in new construction.

NFPA 101, subparagraph 3-2 is anended by adding the foll ow ng

definition:
Level of Exit Discharge: A floor or level with 50%or nore
of its required nunber and capacity of exits, consisting of
exterior exit doors on that floor or |evel, discharging on
or within 21 inches of adjoining exterior grade. (Note
that, under this definition, it is possible for certain
bui | dings to have nore than one level of exit discharge).

NFPA 101, subparagraph 5-2.1.4.2 is amended to read as foll ows:
Doors must swing in the direction of exit travel, where serving a
hi gh hazard area

NFPA 101, subparagraph 5-2.1.4.3 is amended by nunbering the
"Exception" as Exception No. 1 and adding an Exception No. 2 to



read as foll ows:
Exception No. 2: Doors with "approved" self-closing
devi ces which are normally kept closed and | ocked (fromthe
out si de) accessing nornally unoccupi ed areas.

Sec.

14 NFPA 101, subparagraph 5-2.1.5.2 is anmended as follows: In
Exception No. 1, add an item (f), to read as follows:
(f) Entry levels nmust allow free access to an approved
second exit. These |levels nmust be designated in
"core/shell" building permt drawings with future
tenant | ayouts arranged accordingly.

*5-2.3.9.2(c), 5-2.3.10.2(b) {Delete per Sec. 9 of this regulation.}
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Sec.

15 NFPA 101, subparagraph 5-3.3.1 is anended by the addition of an
Exception to read as foll ows:

Exception: \Where previously "approved" arrangenent is in
exi sting buildings other than health care, with ful
automatic sprinkler protection per Sec. 7-7, the figures
noted are decreased by one third of their printed val ue.

Sec.

16 NFPA 101, subparagraph 5-5.1.3 is anmended by the addition of a
second paragraph to read as follows: In non-sprinklered new
bui | di ngs, parallel paths at |east forty (40) feet apart, or
separ at ed by assenblies having continuous one hour fire resistance
with self-closing and positive latching twenty (20) mnute fire
resi stance rated opening protectives, are considered renote. In
fully sprinklered buildings and existing buildings parallel paths
at least thirty (30) feet apart, or separated by assenblies with
sel f-cl osi ng opening protectives which are resistant to the
passage of snoke, are considered renpte. This m ni num separation
of paths nmust not be deenmed to supersede m ni nrum separation of
exits or doors in 5-5.1.4

Sec.

17 NFPA 101, subparagraph 5-5.1.5 is anmended to read as foll ows:
Interl ocking, or "scissor" stairs nust be considered a single
exit, but are credited for added capacity.

Exception: Existing buildings where the stairways are
separated fromeach other by two hour fire resistance rated
nonconbusti bl e constructi on.

Sec.

18 NFPA 101, subparagraph 5-5.1.7 is anended by the addition of an
Exception to read as foll ows:



Sec.

19

Exception: As noted in Chapters 8-30 or in this regulation

NFPA 101, subparagraph 5-7.2 is anended by changing (c) and its
Exceptions to (d) and adding a new (c) to read as follows: (c)
Exit di scharge through garage or |oadi ng dock areas nust be
permitted only in accordance with the foll ow ng:

(1) Area nust not be high hazard as defined by Sec.
4-2.2. 4.

(2) Di scharge must not be subject to | ocking.

(3) A discharge aisle not |ess than 44" wide, defined by a
m ni rum 42" height fixed barrier along its entire
| engt h, nust be provided.

(4) The path of travel nust be direct, continuously
mai ntai ned in an unobstructed condition, and nust be
defined in "approved" nanner
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Sec. 20
*6-2.1, 6-2.
Sec. 21
Sec. 22
Sec. 23

NFPA 101, subparagraph 5-10.4.2 is anended by the addition of a
third sentence to read as follows: |If the sign is on the door
then the door nust be equi pped with approved sel f-closing device.

4.5(b) [Delete per Sec. 9 of this regul ation]

NFPA 101, subparagraphs 6-2.4.5(c), (d),and (h) are amended as
follows: (1) 1In 6-2.4.5(c) add a second sentence to read:

Bui | di ngs, wherein the comuni cating space(s) is (are) provided
with autonatic snmoke detection and alarmin accordance with Sec

23 of this regulation, will be considered to satisfy the

requi renents of "readily obvious". (2) To 6-2.4.5(c) add an
Exception to (c¢), and to 6-2.4.5(d) add an Exception No. 3 to (d)
to read: Existing buildings. (3) |In 6-2.4.5(h) add an exception
to read as foll ows:

Exception to (h): Were the comunicating space(s) is (are)
provided with automatic detection and alarmas noted in (1)
above and |isted commercial quick response sprinkler heads
per Executive Regul ati on adopting and anmendi ng certain
standards of the National Fire Code regarding fire
protection systens.

NFPA 101, subparagraph 6-2.4.6(f)3 is fully changed to read as
follows: Manual controls that are |ocated at the annunci at or
panel or in the Fire Control Room

NFPA 101, subparagraphs 7-6.2.7 and 7-6.2.8 are anended by the



Sec.

24

addition of the follow ng sentence: Environnments not suitable for
snoke detectors (due to high probability of unwanted al arns) nust
be provided with listed rate-of-rise heat detection

NFPA 101, subparagraph 7-6.3.2 Exceptions No. 1 and No. 4 are
anended to read as foll ows:

Exception No. 1: \Were noted in Chapters 8-30, a pre-signha
or positive al arm sequence system nmust be permtted when the
initial fire alarmsignal is automatically transmtted
without delay to a U L. listed central station, in
accordance with 7-6.1. 4.

Exception No. 4: Duct detectors used for closing danpers or
heating, ventilating, and/or air conditioning shut down in
accordance with Sec. 7 of this regulation

Exceptions No. 3 and No. 5 deletions noted in Sec. 9 of this
regul ation are also applicable to this subparagraph
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Sec.
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25

26

27

28

NFPA 101, subparagraph 7-6.3.6 is anmended by the addition of a
second sentence to read as follows: Required audibility nmust be
met with any and all intervening doors (between any space and the
audi bl e devi ces) cl osed.

NFPA 101, subparagraphs 7-6.3.8, 8-3.4.3, 9-3.4.3, 24-3.4.3.2,
24-4.4.3.4, 25-3.4.3.2, 25-4.4.3.4, 26-3.4.3.2, 26-4.2.3.2,
27-3.4.3.2, and 30-8.3.1 are anended by the addition of a
paragraph to read as follows: Where voice type occupant
notification is used, automatic pre-recorded nessage nust be used
conplying with Section 7-6. Live voice as the sole notification
net hod i s prohibited.

Exception: Previously "approved" l|ive voice systens.

NFPA 101, subparagraph 7-6.4 is anended by deleting all text
(including the exception) followi ng the word "automatically" in

t he second paragraph, and replacing with "to a U L. listed centra
station in accordance with 7-6.1.4."

NFPA 101, subparagraph 7-6.5.2(c) is anended by the addition of an
Exception to (c) to read as foll ows:

Exception to (c): Manual fire alarminitiation nmust not
activate fl oor or zone-dependent snoke control systens.



*7-6.5.3, 7-6.7 [Delete per Sec. 9 of this regulation]

Sec. 29 NFPA 101, subparagraph 7-7.1.1 Exceptions 1 and 2 are deleted and
repl aced by the foll owi ng exception to read:

Exception: NFPA 13D and 13R nmust be used as contained in
t he scope of those standards.

Sec. 30 NFPA 101, subparagraph 7-7.1.2 is anmended to read as foll ows:
Sprinkler piping serving not nore than ten (10) sprinklers for any
i sol ated hazardous area, as an alternate to installation per NFPA
13, nust be connected directly to a donmestic water supply system
with all piping arranged and sized per NFPA 13, and the sprinkler
pi pi ng nust be valved with the domestic water system Any and al
work nust be performed by a |icensed sprinkler contractor

Sec. 31 NFPA 101, subparagraph 7-7.2.2 is anmended to read as foll ows:
VWher e supervi sed automatic sprinkler protection is required by
anot her section of this Code, waterflow alarns nust be
automatically transmtted to a U. L. listed central station in
accordance with 7-6.1. 4.
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*8-1.6, 9-1.6 [Delete per Sec. 9 of this regulation]

Sec. 32 NFPA 101, subparagraph 8-1.7.1 and 9-1.7.1 are anended by the
addition of an item(j), to read as follows: (j) Courtroons
other than fixed seating areas - 40 sq. ft. per person

*8-2.2.2.3, 8-3.2.1.2, 8-3.2.1.3, 8-3.2.1.11, 9-3.2.1.11 [Delete per Sec. 9 of
this regul ation]

**8-3.4.3, 9-3.4.3 [Anend per Sec. 26 of this regul ation]

Sec. 33 NFPA 101, subparagraph 8-3.5.1 is anended to read as foll ows:
Bui | di ngs containing Class A B, or C assenbly occupanci es above
or below the level (s) of exit discharge, or Cass A or B assenbly
occupanci es on a level of exit discharge must be protected with
full automatic sprinkler protection installed in accordance with
Sec. 7-7.

Exception No. 1: Assenbly occupancies solely on a |l evel of
exit discharge, used primarily for worship with fixed
seating, (including ancillary rel ated use spaces), and



provided with listed two hour fire resistant separation per
Section 6-2.2, fromother assenbly areas an/or other
occupanci es, and provided with a m ni mum of 50% of the
requi red capacity and nunber of neans of egress independent
fromother fire conpartnents.

Exception No. 2: Assenbly occupancies solely on a | evel of
exit discharge, consisting of a single nulti-purpose room
(with ancillary areas such as kitchen, closets, foyers,
nechani cal roons, etc.), less than 12,000 sq. ft. and not
used for exhibition or display, and provided with |isted
fire conpartnmentation and i ndependent egress as noted in
Exception No. 1.

Exception No. 3: Gymmasiuns, skating rinks, sw nm ng pools,
etc., located solely on a level of exit discharge (including
ancillary spaces on the sane | evel such as | ocker

roons/ shower roons, wei ght roons, aerobics roonms, etc.) used
exclusively for participant sports/conditioning, with no
audi ence facilities for nore than 300, and provided with
listed fire conmpartnentati on and i ndependent egress, as
noted in Exception No. 1.
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34

35

Exception No. 4: Sprinkler protection is not required over
areas devoid of fuel |oading (such as over pool water
surface, or over a court of nonconbustible construction with
only appurtenant court occupancy), if provided with
"approved" draftstopping around the area of omission, in
accordance with NFPA 13.

NFPA 101, subparagraph 8-4.6.1 is anended to read as follows: Al
speci al anmusenent buil di ngs, regardl ess of occupant |oad, nust

meet the requirements for assenbly occupancies, in addition to the
requi renents of this subsection. Special amusenment buildings with
an occupant | oad of 1-300 persons nust be considered Cass C
Assenbl y occupanci es.

NFPA 101, subparagraph 10-2.11.1 (second sentence only) is amended
to read as follows: Such wi ndow nmust be openable fromthe inside
wi t hout the use of tools, keys, special know edge, or excessive
force and nust provide a clear opening of not less than 20 in
(50.8 cm) inwidth, 24 in. (61 cn) in height, and 5.7 sq. ft. (.53



Sec. 36
*10-7.1.6.1,
Sec. 37
Sec. 38

sg. m) in area.

NFPA 101, subparagraph 10-3.6 Exception No. 2 is amended by the
addition of a second sentence to read as follows: Door closers
are not required.

11-7.1.6.1 [Delete per Sec. 9 of this regul ation]

NFPA 101 is anended by the addition of a new subparagraph
10-7.3.5.1 to read as follows: Buildings containing new day care
centers above or below the |evel (s) of exit discharge nust be
protected with full automatic sprinkler protection installed in
accordance with Sec. 7-7.

NFPA 101, Sections 10-8, 11-8, and 11-9 are amended as fol |l ows:
a. Subpar agraph 10-8.1.4.1(a) is amended by del eting

"nmore than three but", changing "seven clients" to
"nine clients", changing "six clients" to "eight
clients", and adding a new sentence to read: Were
nore than two clients, up to four clients incapable of
sel f-preservation are being cared for, a m ni num of
two staff personnel nust be present at all tines.

b. Subpar agraph 10-8.1.4.1(b) is anended by changi ng "at
| east seven" to "at |east nine", and changing "no nore
than three clients" to "no nore than four clients."
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C. Add new subparagraphs 10-8.2.2.1 and 11-9.2.2.1 to
read as follows: |In a Famly Day Care Home, a sliding
door used as a required neans of egress nmust conply
with the follow ng conditions:

(1) The sliding door nust have no nore than one,
easily operated, |ocking device that does not
requi re special know edge, effort, or tools to
oper at e.

(2) There nust not be draperies, screens, or storm
doors that could i npede egress.

(3) The sill or track height nmust not exceed 1/2
inch above the interior finish floor

(4) The surface onto which exit is nmade nmust be an



al |l weat her surface such as a deck, patio,
si dewal k, etc.

(5) The floor |evel outside the door must be a
maxi mum of one step |l ower than the inside, but
not nmore than 8 nor |ess than 4 inches | ower.

(6) The sliding door nust open to a clear open w dth
of at |east 28 inches.

(7) Bef ore day care use each day the sliding door
must be unl ocked and tested to the full required
width to be sure it is operating properly. The
door nust be non-binding and slide easily.

(8) During periods of snow or freezing rain, door
tracks must be cleared out and the door opened
periodi cally throughout the day, in order to
assure proper operation

d. Add new subparagraphs 10-8.2.11.3 and 11-9.2.11.4 to
read as follows: |In Fanmily Day Care Hones, dead-bolt
| ocks must be provided with approved interior |atches,
or these | ocks nust be of a captured-key design from
whi ch the key cannot be renoved fromthe interior side
of the lock, when the lock is in the | ocked position
These | ocks nust be unlocked at all tines the home is
occupi ed for the purpose of fanmly day care.
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Exception: A doubl e-keyed dead-bolt |ock must be
permitted on the secondary neans of escape, provided
the key is readily accessible and the lock is unlocked
at all time the hone is occupied for the purpose of
famly day care

e. Subparagraph 11-8.1.1.1 i s anmended by changi ng "seven"
to "nine."

f. Subparagraph 11-8.1.1.2 i s anmended by changing "three"
to "four."

g. Subparagraph 11-9.1.1.1 i s anended by deleting "nore

than three but" and by changi ng "seven" to "nine.



h. Subparagraph 11-9.1.1.2 is anended by changi ng "six
clients" to "eight clients”, and addi ng a new sentence
to read: Were nore than two clients, up to four
clients incapable of self-preservation are being cared
for, a mnimmof two staff personnel nust be present
at all tines.

*12-1.6.2, 12-6.1.6, 13-1.6.2, 13-6.1.6 [Delete per Sec. 9 of this regulation]

Sec.

39

NFPA 101 is anmended by renunbering printed subparagraphs
12-6.3.5.1 and 12-6.3.5.2 to new subparagraphs 12-6.3.5.2 and
12-6.3.5.3 respectively and changing 12-6.3.5.1 to read as
follows: Buildings containing new anbul atory health care centers
| ocat ed above or below the |evel (s) of exit discharge must be
protected with full automatic sprinkler protection installed in
accordance with Sec. 7-7.

*14-1.6, 15-1.6 [Delete per Sec. 9 of this regul ation]

Sec.

40

NFPA 101, subparagraph 14-3.5.2 is anended as follows: Ful
automatic sprinkler protection, in accordance with Section 7-7,
must be provided in all new detention and correctional facilities.

*15-3.5.2, 16-3.4.3.2 [Delete per Sec. 9 of this regul ation]

Sec.

41

NFPA 101, all exceptions to the foll ow ng subparagraphs:

17-3.5.1, 18-3.5.1, 19-3.5.1, 20-3.5.1, 22-2.3.5.1, and
22-.3.3.5.1, 23-2.3.5.1 and 23-3.3.5.1 are superseded by Executive
Regul ation 19-94. NFPA 13R nust be used as noted by Executive
Regul ati on adopting and amendi ng certain standards of the Nati onal
Fire Code regarding fire protection systens.
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42

NFPA 101, subparagraph 18-2.4 and 19-2.4 are anended as foll ows:

Exception No. 2 is hereby anended as foll ows:
In the base paragraph, change "four or fewer stories" to

(1) "four stories or less in height plus a basenent
story bel ow grade (as defined by the Buil ding
Code) . "

(2) "Initema, after the word "and" insert "in

bui |l di ngs containing a total of five stories,
the stairway nmust be arranged as an "approved"



out si de stairway, and

(3) In itemb, change "one half story below the
| evel of exit discharge"” to "one basement story
bel ow grade (as defined by the Buil ding Code),
and"

(4) Add an item (f) to read: Only in buildings
containing a total of five stories, both the
basenent story bel ow grade and the first story
above grade(as defined by the Building Code)
nust be arranged as | evels of exit discharge as
defined in Sec. 12 of this regulation

*18-3.4.3.2 [Delete per Sec. 9 of this regulation]

Sec. 43 NFPA 101, subparagraph 19-3.1.1, Exception No. 3 is anended to
read as follows: In previously "approved” buildings with
sprinkler protection per Sec. 19-3.5, fire resistance of walls
nmust be 3/4 hr., and doors must be m ni num 1-3/4" solid wood
bonded core, w thout glazing, in hollow netal eighteen (18) gauge
steel frames.

***18-3.5.1, 19-3.5.1, 20-3.5.1 [Anend per Sec. 41 of this regulation]

Sec. 44 NFPA 101 is anended by addi ng a new subparagraph 21-1.2.3 to read
as follows: For requirenments of m xed nmercantile or business and
resi dential occupancies, refer to Secs. 46 or 48 in this
regul ati on.

Sec. 45 NFPA 101, subparagraph 21-2.2.1 is anended to read as follows: In
any dwelling of nore than two roons, every sleeping roomnust have
at |least one primary nmeans of escape and on secondary neans of
escape.
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*%%22-2.3.5.1, 22-3.3.5.1, 23-2.3.5.1, 23-3.3.5.1 [Arend per Sec. 41 of this
regul ati on]

*22-3.1.3, 22-4.1.4, 23-2.1.3, 23-3.1.3, 23-4.1.4 [Delete per Sec. 9 of this
regul ati on]

Sec. 46 NFPA 101 is anmended by the addition of new subparagraphs
24-1.2.2.3 and 25-1.2.2.4 to read as follows: Structures that are
predom nantly residential dwellings, and that include nercantile



occupancy open to the general public, nust have substantia
separati on between the occupancies that is resistant to the
passage of snoke. Qpenings nust be protected with self-closing
mninmum 1 3/4" solid wood bonded core doors, in mninmumeighteen
(18) gauge steel franes.

*25-2.4(a) [Delete per Sec. 9 of this regulation]

Sec. 47 NFPA 101, subparagraph 24-3.4.1 and 25-3.4.1 are anended to read
as follows: General. Cass A nercantile occupancies and multiple
story Class B nercantile occupancies nust be provided with a fire
alarm systemin accordance with section 7-6.

*%24-3.4.3.2, 24-4.4.3.4, 25-3.4.3.2, 25-4.4.3.4 [Arend per Sec. 26 of this
regul ati on]

*24-3.5.3, 24-4.4.3.3(b), 25-3.4.3.1(b), 25-3.5.2 [Delete per Sec. 9 of this
regul ati on]

Sec. 48 NFPA 101 is anmended by the addition of new subparagraphs
26-1.2.2.3 and 27-1.2.2 to read as follows: Structures that are
predom nantly residential dwelling, and that include business
occupancy open to the general public, nust have substantia
separati on between the occupancies that is resistant to the
passage of snbke. Openings nust be protected with self-closing
mninmum 1 3/4" solid wood bonded core doors in mninmum ei ghteen
(18) gauge steel franes.

Sec. 49 NFPA 101, subparagraph 26-1.7, for "shell" spaces/buil dings only,
is amended on the fourth |line by changing "100" to "80".

Sec. 50 NFPA 101, subparagraphs 26-2.2.1 and 27-2.2.1 are anmended by the
addition of an Exception to read as foll ows:

Exception: Bi-fold, pocket, and "accordi on" doors nust be
all owed as the door(s) to a single room if all the
requi renents of 5-2.1.3.1, Exception No. 1 are net.
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Sec. 51 NFPA 101, subparagraphs 26-2.3.2, 27-2.3.2 are anended by the
additi on of an Exception to read as foll ows:

Exception: Wthin tenant areas of 5000 square feet or |ess,



the m nimumclear width of aisles, corridors, or passageways
nmust be 36 inches.

Sec. 52 NFPA 101, subparagraphs 26-2.4 and 27-2.4.2 Exception No. 2 is
anended to read as foll ows:

Exception No. 2: Any two story business occupancy buil di ng
not exceedi ng 3000 square feet gross floor area per floor
nmust be permitted with an approved outside stairway, or a
single totally enclosed interior stairway to the second

fl oor having discharge directly outside the building, if the
total travel distance to the outside of the building does
not exceed 100 feet, the travel distance to the interior

stai rway does not exceed 75 feet, and such interior stairway
does not conmunicate with any other floor, except as
follows: An interior single exit stairway must be permtted
to be arranged as a floor comunicating stair, with one (1)
hour fire resistance rated opening protectives at the
entrances fromeach | evel, and protection provided as
follows: The building nmust be provided with a non-
supervi sed AC hard-wi red snoke detection and al arm systemin
accordance with Sec. 23 of this regulation, arranged to
sound an al arm audi bl e throughout each |evel, and the

stai rway nust be provided with approved automatic sprinkler
protection, with sprinklers located at the top of the stair
and over each |anding and on the tenant side of each
interior fire door leading to the stairway, in accordance
with NFPA 13.

*27-2.4.2(a) [Delete per Sec. 9 of this regulation]

Sec. 53 NFPA 101, subparagraphs 26-3.4.3.1(b), and 27-3.4.3.1(b), are
amended to read as follows: Sound an audible alarmin a
constantly attended | ocation and transnit a signal to a U L.
listed Central Station in accordance with 7-6.1.4.

**26-3.4.3.2, 26-4.2.3.2, 27-3.4.3.2 [Arend per Sec. 26 of this regulation]

*26-3.5, 27-3.5 [Delete per Sec. 9 of this regulation]
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Sec. 54 NFPA 101, subparagraph 28-2.4.1 is anended by numnbering the



55

Sec.

Sec.

Sec.

Sec.

56

57

58

exi sting Exception as Exception No. 1 and addi ng an Exception No.
2 to read as foll ows:

Exception No. 2: Existing special purpose industria
occupanci es.

NFPA 101, subparagraph 28-2.7 is anmended by the addition of an
Exception to read as foll ows:

Exception: In special purpose industrial occupancies,
spaces not subject to human occupancy because of the
presence of machi nery or equi pment nust be permitted with
100% of the exits discharging through a | evel of exit

di schar ge

NFPA 101, subparagraphs 28-3.4.3.1, 29-3.4.3.1 and 29-8.3.4.3.1
are amended to read as follows: The required fire al arm system
must neet Section 7-6. 3.

NFPA 101, subparagraph 29-8.2.6 is anended as follows: On the
second and third Iines, change "150 ft. (45 m" to "200 ft. (60
m". Exception No. 1 and No. 2 are amended to read as foll ows:

Exception No. 1: Maximumtravel distance nust be 300 ft.
(91 m for open floors of unsprinklered open air parking
gar ages.

Exception No. 2: Maximumtravel distance nust be 300 ft.
(91 m for enclosed parking garages protected throughout by
an approved automatic sprinkler systemin accordance with
Section 7-7.

NFPA 101, subparagraph 30-1.3.3 "Exception (a)" is anended to read
as follows: (a) The level is provided on at |east one side with
at least 20 sg. ft. (1.9 sg. m of opening entirely above
adj oi ning grade level in each 50 ft. (15 m of exterior wall area
(at least two side where the opposite wall of such story is nore
than 75 ft. fromthe openings), and
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Sec.

59

NFPA 101, subparagraph 30-1.3.7(a) and 30-1.3.7.2(b) are amended
to read as foll ows:

30-1.3.7.1(a): The story is provided with grade |eve
doors, access panels, or wi ndows spaced not nore than 125
ft. (38 m apart in the exterior wall(s), on at |east one
side of the building (at |east two sides where the opposite
wal | of such story is nore than 75 ft. from the openings),
and

30-1.3.7.2(b): Every story above the first floor is
provided with access openings or wi ndows on at |east one
side of the building, spaced not nore than 50 ft. apart (at
| east two sides where the opposite wall of such story is
nore than 75 ft. fromthe openings), and ....

**30-8.3.1 [Anend per Sec. 26 of this regulation]

Sec.

Sec.

Sec.

60

61

62

NFPA 101, subparagraph 30-8.4.2 is anended by the addition of an
item(h) to read as follows: (h) Stair pressurization

NFPA 101, subparagraph 30-8.5(f), (h), (i), and new (j) are
anended/ added, as applicable, to read as foll ows:

(f) Emer gency generator status indicators, and renote
starting.

(h) Fire punp status indicators and renpte starting only.

(1) A tel ephone for fire department use with access to the
public tel ephone system

(j) Air supervision indicators for each different dry pipe
sprinkl er system

NFPA 101, subparagraph 30-8.3.1 is anended by the addition of a
second paragraph to read as follows: The voice fire alarm system
must send a predeterm ned nessage to the floor where the alarm
originated, and to the floor immediately bel ow and above,
providing information and direction to the occupants. Any
subsequent alarnm(s) on other than the initial fire floor nust
initiate the voice fire alarmas descri bed above. The voice fire
al arm nust be designed to be heard clearly by all occupants w thin
t he designated portions thereof as required by Section 7-6, but it
nmust not sound automatically in elevator cars and encl osed exit
stai rways. Conmuni cating | evels nust be considered one floor/fire
area for the audible and visual fire alarmsignals.
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Sec.

Sec.

Counci | .

63

64

NFPA 101, subparagraph 30-8.5(i) is amended to read as foll ows:
(i) A telephone for fire departnment use with direct access to the
public tel ephone system

NFPA 101, subparagraphs 31-3.6 and 31-3.7 are anended by adding a
second sentence to read as follows: A witten prearranged plan of
escape in case of fire or other energency nust be readily

avail abl e for reference and i nspection purposes. This energency
pl an nmust include a neans and procedure to alert all occupants of
an energency.

This regulation will becone effective upon adoption by the County

Appr oved,

Dougl as M Duncan
County Executive

F/ RS 21



